
FICHE TECHNIQUE
ANTIDÉRAPANT MARCO GRIZZLY

26 Chemin de la Pêche, Pont-Rouge (Québec), G3H 1C3
Tél : (418) 873-4509 - Fax : (418) 873-2561

1-866-999-4509 - www.sablemarco.com - contact@sablemarco.com

DESCRIPTION DU PRODUIT
Le déglaçant MARCO GRIZZLY est conçu pour faire fondre la glace efficacement, en produisant de la chaleur au contact avec la neige. Il peut 
être utilisé sur toutes les surfaces et il agit rapidement jusqu’à –30 °C. De plus, sa formulation contient de la pierre antidérapante pour réduire 
le risque de glissades ou de chutes, rendent les marches, trottoirs et les entrées plus sécuritaires.

CARACTÉRISTIQUES TECHNIQUES
•Fait fondre la glace sur toute surface
•Efficace Jusqu’à –30 °C (-22 °F)
•Antidérapant, pour éviter les chutes et les glissades

RECOMMANDATIONS
•On recommande d’utiliser le déglaçant Marco GRIZZLY sur le béton à air occlus, de bonne qualité et conçu pour nos climats froids, 
conformément aux spécifications de la Portland Cement Association.
•En raison de la qualité, du fini et de la porosité du béton, l’utilisation de tout déglaçant peut porter des risques d’effritement. 
•Les dommages potentiels peuvent être réduits en enlevant la gadoue au fur et à mesure qu’elle s’accumule.
 
MODE D’EMPLOI
•Application
Étendre approximativement 50g par m2 (environ 1 lb/100 pi2). Ne pas dépasser 1 kg/10 m2 (2 lb/100 pi2). La quantité nécessaire peut varier 
selon l’état de la surface à déglacer.

•Précautions
•Éviter tout contact avec les yeux. 
•Tenir hors de la portée des enfants. 
•Porter des vêtements de protection appropriés 
•Voir la fiche de données de sécurité (FDS) de ce produit.

EMBALLAGE
Ce produit est offert en 5.44, 10, 18 et 20 Kg.

ENTREPOSAGE
Refermer et sceller le sac ou le contenant ouvert et garder dans un endroit sec.

GARANTIE
La responsabilité de Sable Marco Inc., se limite au remplacement du produit. Sable Marco n’a aucun contrôle sur l’application et l’usage de ce 
produit. Pour des raisons d’irrégularités et d’instabilités présentes dans toutes les surfaces de béton, Sable Marco Inc. ou le détaillant, n’offre 
aucune garantie expresse ou implicite à l’utilisation de ce produit. L’utilisateur assumera donc tous les risques de perte ou de dommage suite 
à l’application de ce produit. Une preuve d’achat sera requise pour toute réclamation.

RENSEIGNEMENTS TECHNIQUES
Pour plus de renseignements, communiquer avec :
Sable Marco Inc.
26 Chemin de la Pêche
Pont-Rouge Québec G3H 1C3
Tél. 418-873-4509  Fax. 418-873-2561
http://www.sablemarco.com/



TECHNICAL DATA SHEET
 MARCO GRIZZLY ICE MELTER / ANTI-SKID

26 Chemin de la Pêche, Pont-Rouge (Québec), G3H 1C3
Tél : (418) 873-4509 - Fax : (418) 873-2561

1-866-999-4509 - www.sablemarco.com - contact@sablemarco.com

PRODUCT DESCRIPTION
Marco Grizzly mc Ice Melter is a combination of rock salt and anti-skid stones generating heat on contact for maximum results in melting snow 
or ice. The anti-skid stones will reduce de risk of slipping or falling.

TECHNICAL CHARACTERISTICS
•Melts ice and snow on steps, sidewalks and driveways.
•INSTANT ACTION.
•Prevents slipping and falling.
•Effective to –30o C. / 22 F.
•Gentle on the environment if used according to the instructions.

DIRECTIONS
Apply product at a rate of 50 g per m2 (approx. 1 lb./ 100 ft2 .  Do not exceed   1 kg/10 m2  (2 lb. /100 pi2).
 
CAUTION
•Keep out of reach of children and domestic animals. May be harmful if swallowed. Avoid contact with your eyes. Wash hands after use.  We 
recommend using this product on good quality, air-entrained concrete for cold weather climate as specified by the Portland Cement 
Association.
•The action of melting snow and ice increases the frequency of freeze/thaw cycles which affect all concrete surfaces. Some poor quality 
surfaces may not withstand the stress associated with these cycles.
•Due to the irregularity and inconstancy of finish and porosity; the use of this Ice Melter may present risks of surface spalling. Use of this Marco 
Ice Melter is done at user’s risk.
•Potential surface damage will be decreased by removing slush and excess Ice Melter promptly

PACKAGING
5.44 kg (12 lb), 10 kg (22 lb), 18 kg (39 lb) and 20 g (44 lb).

STORAGE
Close and seal open bag or container tightly. Store in a dry area

WARRANTY
Sable Marco’s  responsibility is limited to the replacement of the product. Further, Sable Marco Inc., has no control over the use or application 
of this product. Due to the irregularities and inconsistencies present on any concrete surface, the manufacturer  or seller offers no warranty 
expressed or implied concerning the use of this product. User will assume all risk or loss following the application or use of this product. Proof 
of purchase will be required for all claims.

TECHNICAL INFORMATION
For further information in the installation of this product, 
please contact : :
Sable Marco Inc.
26 Chemin de la Pêche
Pont-Rouge Québec G3H 1C3
Tel. 418-873-4509  Fax. 418-873-2561
Toll free : 1-866-999-4509
http://www.sablemarco.com/
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Section 7. Handling and storage 
Precautions for safe handling 

Wear gloves/protective clothing/eye protection/face protection. 

Before handling, it is very important that engineering controls are operating, and that protective equipment requirements and personal hygiene 

measures are being followed. People working with this chemical should be properly trained regarding its hazards and its safe use. Inspect containers 

for leaks before handling. Label containers appropriately. Ensure proper ventilation. Avoid breathing dust/fume/gas/mist/vapours/spray. Avoid 

contact with eyes, skin and clothing.  Keep away from heat, sparks and flame.  Avoid generating high concentrations of dusts, vapours or mists.  Keep 

away from incompatible materials (Section 10). Keep containers closed when not in use. Empty containers are always dangerous. Refer also to 

Section 8. 

Conditions for safe storage, including any incompatibilities 

Store in a well-ventilated place. Store away from incompatible materials (Section 10). Inspect all incoming containers to make sure they are properly 

labelled and not damaged.  Storage area should be clearly identified, clear of obstruction and accessible only to trained personnel. Inspect periodically 

for damage or leaks. 

Section 8. Exposure controls/Personal protection 
Control parameters (biological limit values or exposure limit values and source of those values)  

Exposure limits: None. 

Appropriate engineering controls 

Use under well-ventilated conditions. Local exhaust ventilation system is recommended to maintain concentrations of contaminants below exposure 

limits. Make emergency eyewash stations, safety/quick-drench showers, and washing facilities available in work area.   

Individual protection measures/personal protective equipment 

Respiratory protection is required if the concentrations are higher than the exposure limits. Use a NIOSH approved respirators if the exposure limits 

are unknown. Chemically protective gloves (impervious), and other protective clothing to prevent prolonged or repeated skin contact, must be worn 

during all handling operations. Wear protective chemical splash goggles to prevent mists from entering the eyes. Wash hands/nails/face thoroughly 

after handling. Do not eat, drink or smoke when using this product. Practice good personal hygiene after using this material. Remove and wash 

contaminated work clothing before re-use. 

Section 9. Physical and chemical properties 
Appearance, physical state/colour White-grey solid Vapour pressure Not available 

Odour                                                                                                           Odourless Vapour density Not available 

Odour threshold Not available Relative density Not available 

pH                                                                                                                   Not available Solubility Not available 

Melting/freezing point                                                            Not available Partition coefficient - n-octanol/water Not available 

Initial boiling point/range                                             Not available Auto-ignition temperature Not available 

Flash point                                                                                                 Not available Decomposition temperature Not available 

Evaporation rate                                                                                         Not available Viscosity Not available 

Flammability (solids and gases) Not available VOC Not available 

Upper and lower flammability/explosive limits None Other None known 

Section 10. Stability and reactivity 
Reactivity 

Does not react under the recommended storage and handling conditions prescribed. 

Chemical stability 

Stable under the recommended storage and handling conditions prescribed. 

Possibility of hazardous reactions  

None known 

Conditions to avoid (static discharge, shock or vibration) 

None known 

Incompatible materials 

Oxidizing materials; etc. 

Hazardous decomposition products 

None known 
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Section 11. Toxicological information 
Information on the likely routes of exposure (inhalation, ingestion, skin and eye contact) 

Causes serious eye irritation.  

Symptoms related to the physical, chemical and toxicological characteristics 

Eye irritation, redness, tearing;  

Delayed and immediate effects (chronic effects from short-term and long-term exposure) 

Skin Sensitization – No data available; Respiratory Sensitization – No data available; Germ Cell Mutagenicity – No data available; Carcinogenicity 

– No ingredient listed by IARC, ACGIH, NTP or OSHA Reproductive Toxicity – No data available; Specific Target Organ Toxicity — Single 

Exposure – No data available; Specific Target Organ Toxicity — Repeated Exposure – No data available; Aspiration Hazard – No; Health Hazards 

Not Otherwise Classified – No data available. 

Numerical measures of toxicity (ATE; LD50 & LC50) 

CAS 10043-52-4 LD50 Oral - Rat - 2301 mg/kg; CAS 7647-14-5 LD50 Oral - Rat - 3000 mg/kg; 

ATE not available in this document. 

Section 12. Ecological information 
Ecotoxicity (aquatic and terrestrial information) No data available 

Persistence and degradability No data available 

Bioaccumulative potential No data available 

Mobility in soil No data available 

Other adverse effects No data available 

Section 13. Disposal considerations 
Information on safe handling for disposal/methods of disposal/contaminated packaging  

Dispose of contents/container into safe container in accordance with local, regional or national regulations. 

Section 14. Transport information 
UN number; Proper shipping name; Class(es); Packing group (PG) of the TDG Regulations 

NOT REGULATED 

Special precautions (transport/conveyance) None 

Environmental hazards (IMDG or other) None 

Bulk transport (usually more than 450 L in capacity)  Possible 

Section 15. Regulatory information 
Safety/health Canadian regulations specifics Refer to Section 2 for the appropriate classification. This product has been classified in accordance 

with the hazard criteria of the Hazardous Products Regulations (HPR). 

Environmental Canadian regulations specifics Ingredient(s) of the DSL 

Safety/health/environmental outside regulations specifics None 

Section 16. Other information 
Date of the latest revision of the safety data sheet November 15, 2016 version 1 

References Safety Data Sheets from manufacturer/supplier & from Canadian Centre for Occupational Health and Safety, CCOHS. 

Abbreviations  

ACGIH 

ATE 

CAS  

DSL  

IARC  

LC  

LD 

NIOSH  

NTP  

OSHA  

PEL  

STEL  

TLV  

TSCA  

TWA 

WHMIS 

American Conference of Governmental Industrial Hygienists 

Acute toxicity estimate 

Chemical Abstract Service 

Domestic Substance List 

International Agency for Research on Cancer 

Lethal concentration 

Lethal Dosage 

National Institute for Occupational Safety and Health 

National Toxicology Program (U.S.A.) 

Occupational Safety and Health Administration (U.S.A.) 

Permissible Exposure Limit 

Short-term Exposure Limit 

Threshold Limit Value 

Toxic Substances Control Act 

Time Weighted Average 

Workplace Hazardous Materials Information System  
To the best of our knowledge, the information contained herein is accurate. However, neither the above named supplier nor any of its subsidiaries assumes any liability 

whatsoever for the accuracy or completeness of the information contained herein. Final determination of suitability of any material is the sole responsibility of the 

user. All materials may present unknown hazards and should be used with caution. Although certain hazards are described herein, we cannot guarantee that these are 

the only hazards that exist. 
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